NOTES:

0
2)

MINIMUM DEPTH AT EASEMENT LINE SHALL BE 4 FEET OR AS SPECIFIED.

127 ABQVE FINISH GRADE AND EXPQSED AREA SHALL BE PAINTER WHITE
GLUE ON OR SOLVENT WELDED PLUGS SHALL NOT BE PERMITTED

MARKER POSTS AND BLOCKING SHALL BE A PRESSURE TREATED 2x4 - POST SHALL EXTEND

SEE STANDARD DETAIL 206
FOR CLEANOUT DETAIL

22 1/2° OR 45" BEND AS

1/4" PER FOOT

MINIMUM SLOPE
MANUFACTURED TEE,

WYE OR COMMERCIAL
SADDLE

SANITARY SEWER MAIN PIPE ZONE MATERIAL

SHALLOW TRENCH SERVICE CONNECTION

SEE STANZARD DETAIL 2D6
FOR CLEANCUT DETAIL

1/4" PER FOOT
MINIMUM  SLOFE
+—

MANUFACTURED TEE, —
WYE OR COMMERCIAL

COMPACTED CRUSHED AGGREGATE

REQUIRED BY THE ENGINEER

EASEMENT LINE

P I
REMOVABLE WATERTIGHT PLUG,

BLOCKING AND MARKER POST

IF LEFT UNCONNECTED (SEE
NOTE 3)

EASEMENT LINE MARKER POST DETAIL

P ——

SADDLE

SANITARY SEWER MAIN PIPE ZONE MATERIAL

DEEP TRENCH SERVICE CONNECTION

NOTE: WHERE TEE OR WYE IS LOCATED IN STREET RIGHT-OF—WAY
EXTEND SERVICE CONNECTION TO RIGHT—QF—WAY LINE AND
INSTALL CLEANOUT AS PER STANDARD DETAIL 206

VARIES 20" TO 65
{NO 12—0 CLOCK TAPS)

HUB SHALL BE GRCUTED SMOOTH
TQ INSIDE QF FIFE AND SHALL
NOT PRQJECT INTO PIPE

INSTALL WATERTIGHT
PLUG AT END OF PIPE

FABRICATED TEE OR WYE
AS SPECIFIED — MINIMUM
6" LENGTH

TYRPICAL TAP—IN HUB TEE DETAIL

22 1/2° QR 45" LONG BEND AS
REQUIRED BY THE ENGINEER
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